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AMENDMENT NO. 2 OCTOBER 1988 

TO 

IS : 137 - 1965 SPECIFICATION FOR READY 

MIXED PAINT, BRUSHING, MATT OR EGG-SHELL 

FLAT, FINISHING, INTERIOR TO INDIAN 

STANDARD COLOUR, AS REQUIRED 

( Revised ) 

( Page 5, clause 3.6 ) — Delete. 

[ Page 5, Table 1, SI No. ( x ) ] — Add the following new require- 
ment after SI No. ( x ): 

(1) (2) (3) (4) 

xi) Wet opacity Between — 10 percent 10 

and + 20 percent of 
the approved sample 

(CDC8) 
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Indian Standard 

SPECIFICATION FOR 

READY MIXED PAINT, BRUSHING, 

MATT OR EGG-SHELL FLAT, FINISHING, 

INTERIOR, TO INDIAN STANDARD 

COLOUR, AS REQUIRED 

( Revised ) 

0. FOREWORD 

0.1 This Indian Standard ( Revised ) was adopted by the Indian Standards 
Institution on 2 April 1965, after the draft finalized by the Paints and 
Allied Products Sectional Committee had been approved by the Chemical 
Division Council. 

0.2 This standard was first issued in 1950 and was based largely on the 
interim co-ordinated draft, compiled with the assistance of the representatives 
of manufacturers and of various departments and authorities of the Govern- 
ment of India, by the Co-ordinating Subcommittee of the No. 5 Standing 
Committee on Specifications for Paints and Allied Stores of the General 
Headquarters ( now Army Headquarters ), India. In the study for revision, 
ample consideration has been given to compatibility of composition vis-a-vis 
performance tests and the examination of all other anomalies. The 
present revision incorporates all changes found necessary after the study 
and the results of experience gained in the use of the earlier version of the 
standard during the last -decade. Indian Standard colours specified from 
IS : 5-1961* in the original version have been deleted and selection of colours 
in matt finish or semi-gloss finish from IS : 1650-1 960f are specified as 
these are pastel shades and are suitable for interior decoration. Besides, 
this revised standard has been orientated as an open composition and 
performance specification. Metricization already, accomplished through 
Amendment No. 2, January 1962, is included in this revision. 

0.3 This standard is one of a series of Indian Standard specifications for 
ready mixed paints, oil based, for interior use, finishing. 

♦Colours for ready mixed paints ( revised)* 
f Colours for buiJding and decorative finishes. 
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0.4 This standard contains clause 3.6 which permits an option for certain 
additional tests, if agreed to between tljie purchaser and the supplier. 

0,5 For the purpose of deciding whether a particular requirement of this 
standard is complied with, the final value, observed or calculated, expressing 
the result of a test or analysis, shall be rounded off in accordance with 
IS : 2-1960*. The number of significant places retained in the rounded off 
value should L-e the same as that of the specified value in this standard. 



1. SCOPE 

1.1 This standard prescribes the requirements and the methods of sampling 
and test for ready mixed paint, brushing, matt or egg-shell flat, finishing, 
interior, with the distinctive colour as required. The material is used 
for the interior protection and decoration of buildings and is normally 
applied as a painting system over the appropriate priming paints. 

2. TERMINOLOGY 

2.1 For the purpose of this standard, the definitions given in IS ; 1303-1963f 
and IS: 101-1964J shall apply. 

3. REQUIREMENTS 

3.1 Composition — The material shall be of such a composition as to 
satisfy the requirements of this standard. 

3.1.1 Gypsum and calcium sulphate shall not be used. 

3.2 The material shall comply with the requirements given in Table 1. 

3.3 Water Content — If water is suspected to be present in the material, 
it shall not exceed 0*5 percent when tested as prescribed in 14 of IS : 101- 
1964J. 

3.4 The minimum weight in kg/10 litres of this material, when tested in 
accordance with 25 of IS : 101-1964J, is 13*0. It shall be, however, within 
±3 percent of the sample approved against this specification, if any. 

3.5 Lead-Free Material — In addition to the requirements stipulated 
in 3.1 to 3.3, the material shall also be tested for freedom from lead in accord- 
ance with the procedure prescribed under 29 of IS: 101-1964$. When 

♦Rules for rounding off numerical values ( revised) . 
. f Glossary of terms relating to paints ( revised), 

J Methods of test for ready mixed paints and enamels ( second revision ). 
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thus tested, the material shall not contain lead or lead compounds or a 
mixture of both, calculated as metallic lead ( Pb ), exceeding 0*03 percent. 



TABLE 1 REQUIREMENTS FOR READY MIXED PAINT, BRUSHING, 

MATT OR EGG-SHELL FLAT, FINISHING, INTERIOR, WITH THE 

DISTINCTIVE COLOUR AS REQUIRED 







{Clause 3.2) 




No. 


Characteristic 


Requirement 


Method of Test 
( Reb 1 to Cl No. in 

IS: 101-1964*) 


(0 


(2) 


(3) 


(*) 


i) 


Drying time 




7.1, 7.2 & 7.3 




a) Surface dry 


Not less than 30 minutes 






b) Hard dry 


Not more than 18 hours 




») 


Consistency 


Smooth and uniform 


7.4 


iii) 


Finish 


Smooth and matt or egg- 
shell flat 


7.5 



iv) Colour 

v) Fastness to light 
vi) Scratch hardness 

vii) Flexibility and adhesion 
after 48 hours air-drying 

viii) Stripping test 



Close match to the 
specified IS colour 
( see Appendix A )., 

To pass the test 

No such scratch as to 
show the bare metal 

No visible damage or 
detachment of film 



ix) Flash point 

x) Keeping properties 

♦Methods of test for ready mixed 



Scratches free from 
jagged edges 

Not below 30°C 

Hot less than one year 

paints and enamels (second revision ). 



11 

12 
15.1 

16 

17 

24 
31 



3.6 Optional Requirements — In addition, if agreed to between the 
purchaser and the supplier, the spreading capacity and spreading time shall 
be determined in accordance with relevant methods of test as given in 
IS : 101-1964* and the results recorded on the sample offered for approval 
against the specification. In the case of supplies offered against any 
approved sample to this specification, these characteristics shall be within 
90 percent of the approved sample. 

♦Methods of test for ready mixed paints and enamels ( second revision ). 

5 
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4. PACKING AND MARKING 

4.1 Packing — Unless otherwise agreed to between the purchaser and 
the supplier, the paint shall be packed in metal containers conforming to 
IS: 1407-1959* and IS :2552-1963f. 

4.2 Marking — The containers shall be marked with the name of the 
material; the manufacturer's name and trade-markj if any; volume of the 
material; and the month and year of manufacture. 

4.2.1 The containers may also be marked with the Standard Mark, 

NOTE — The use of the Standard Mark is governed by the provisions of the 
Bureau of Indian Standards Act, 1986 and the Rules and Regulations made there- 
under. The Standard Mark on products covered by an Indian Standard conveys 
the assurance that they have been produced to comply with the requirements of that 
standard under a well defined system of inspection, testing and quality control 
which is devised and supervised by BIS and operated by the producer. Standard 
marked products are also continuously checked by BIS for conformity to that 
standard as a further safeguard. Details of conditions under which a licence for 
the use of the Standard Mark may be granted to manufacturers or producers may 
be obtained from the Bureau of Indian Standards. 

4.3 Other details of packing and marking shall he in accordance with the 
instructions given by the purchaser. 

5. SAMPLING 

5.1 Representative samples of the material shall be drawn as prescribed 
under 3 of IS : 101-1964f. 

6. TEST METHODS 

6.1 Tests shall be conducted according to the methods prescribed in 
IS : 101 -1964 J. References to the relevant clauses of the standard are given 

■in col 4 of Table 1 and in 3,3 to 3.6. 

6.1.1 For match against IS colour, IS : 1650-1960§ shall be used. Selected 
list of colours with colour designations as given in IS : 1650-1960§ is included 
in Appendix A. 

6.2 Quality of Reagents — Unless otherwise specified, pure chemicals 
and distilled water ( see IS : 1070-1960|| ) shall be employed in tests. 

Note — ' Pure chemicals ' shall mean chemicals that do not contain impurities which 
affect the results of analysis. 



♦Specification for round paints tins. 

fSpecification for steel drums (galvanized and ungalvanized ). 

^Methods of test for ready mixed paints and enamels ( second revision ). 

§ Colours for building and decorative finishes. 

^Specification for water, distilled quality ( revised). 
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APPENDIX A 

[Table 1, Item (iv) and Clause 6.1.1] 

SELECTED LIST OF COLOURS FOR MATT FINISHES AS 

GIVEN IN IS : 1650-1960 COLOURS FOR BUILDING AND 

DECORATIVE FINISHES WITH CORRESPONDING 

MUNSELL REFERENCES 



IS Colour 
No. 



Munsell Ref 



RED 



1-015 


7-5 R 9/2 


1-016 


5R7/2 


1-017 


5R6/2 


1-020 


7-5 R 8/4 


YELLOW-RED 


2-026 


7-5 YR 8-5/4 


2-027 


7-5 YR 7/2 


2-028 


5 YR 6/3 


2-030 


5 YR 8/4 


2-031 


2-5 YR 7/6 


3-033 


10 YR 9-25/1 


3-034 


10YR9/2 ' 


3-035 


10YR8/2 


3-036 


10YR6/2 


3-037 


2-5 Y 5/2 


3-040 


2-5 Y 9/3 


3-041 


10YR9/6 


3-042 


2-5 Y 8/4 


3-043 


10 YR 6-5/5 



IS Colour 
No.. 


Munsell Ref 


YELLOW 


4-046 


5 Y 9-25/1 


4-047 


5 Y8/2 


4-048 


5 Y7/2 


4-049 


5 Y6/2 


4-052 


5 Y 9-25/4 


4-053 


10 Y 9/4 


4-054 


7-5Y9/6 


4-055 


7-5 Y 9/8 


GREEN-YELLOW 


5-058 


10 Y 8/2 


5-059 


2-5 GY 7/2 


5-060 


2-5 GY 6/2 


5-062 


2-5 GY 8/6 


5-064 


5GY5/6 


GREEN 


6-066 


2-5 G 6/2 


6-067 


W GY 5/2 


6-069 


10GY9/2 


6-070 


7-5 GY 9/4 


6-071 


7-5 GY 7/4 
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IS Colour 

No. 


Munsell Ref 


IS Colour 

No. 


Munsell Ref 


BLUE-GREEN 


RED-PURPLE 


7-075 
7-076 


5 G 9/2 

5G7/1 


8-090 


10 RP 8/4 


7-077 
7-078 


7-5 BG 6/2 
5 G 6/1 


GREY 


7-079 
7-081 
7-082 


5 BG 7/4 
5B9/2 
5 B8/4 


9-093 
9-094 


N9 
N8 


7-083 


5B7/4 


9-095 


N7 


PURPLE-BLUE 


9-096 


7-5 R 6/0-5 


8-087 
8-089 


5 PB 8/2 
7-5 PB 6/0-5 


9-099 
9-100 


2-5 Y 8/0-5 
2-5 Y 6/0-5 
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